
measure bridles align
if difference bigger 
than 15mm, replace 

speedsystem

Recommendations
•  Open your kite in a large space, big enough to spread your kite out. 
• Use a tape measure to measure the bridles as in the picture.
• Print out the sheet and write down any differences.

If you require new Bridle lines please get in touch with the shop/dealer you 
purchased the kite from and they can order individual lines or a full set.

Included in the kite repair pack are two lengths of bridle line. These can be 
used to make a short term replacement bridle line.

speed system ZeRo position 
Check your Speed System lines by levelling the front and back line pigtails, 
then tension the three top ends of the Speed System where the bridle 
lines are attached, they should be at the same level + or - 15mm, as in the 
picture.

If the difference between the three ends is bigger than 15mm you should 
replace the Speed System.

checking BRidles and speed system foR stRetch, shRinkage oR WeaR
ThIS IS a hIgh end PerfOrmanCe PrOdUCT. The BrIdle lIneS and SPeed SySTem mUST Be CheCked afTer every 60 hOUrS flyIng TIme, 
If They are wOrn Or are nOT TO faCTOry SPeCIfICaTIOnS (+ Or - 15mm) They mUST Be rePlaCed Or The kITe wIll nOT PerfOrm aS 
deSIgned. USe The meaSUremenTS On The nexT Page TO CheCk yOUr BrIdle lengThS.
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line 5m 7m 9m 11m 13m
a1 321 394 406 510 607
a2 247 308 332 428 521
a5 296 403 403 418 509
a6 197 282 308 313 395
a8 248 336 - - -
a9 155 221 342 391 478
a10 1520 1948 239 275 350
a11 - - 2452 2825 3086
am1 2200 2750 3300 3710 3970
am2 1850 2300 2950 3418 3660
am3 1550 1950 2550 2929 3140
ar1 200 260 300 342 370
B1 289 355 366 464 558
B2 215 270 292 383 472
B5 271 373 370 381 468
B6 175 255 275 276 355
B8 234 320 - - -
B9 142 207 323 370 456
B10 517 695 218 252 326
B11 408 556 849 1016 1153
B12 - - 716 864 987
Bm1 2200 2750 3300 3710 3970
Bm2 1850 2300 2950 3418 3660
Bm3 1550 1950 2550 2929 3140
Bm4 1000 1250 1600 1806 1930
Br1 200 260 300 342 380
C1 338 413 427 533 632
C2 263 327 353 451 545
C5 316 426 428 445 538
C6 215 304 331 339 423
C8 272 365 - - -
C9 176 247 372 425 515
C10 544 728 264 303 381
C11 424 577 881 1052 1192
C12 - - 736 886 1012
Cm1 2200 2750 3300 3710 3970
Cm2 1850 2300 2950 3418 3660
Cm3 1550 1950 2550 2929 3140
Cm4 1000 1250 1600 1806 1930
Cr1 180 240 300 302 350
k1 1069 1413 1413 1634 1807
k2 778 1085 1102 1295 1451
k3 540 803 866 1036 1176
k4 491 746 1037 1233 1392
k5 290 495 765 932 1071
k6 220 307 631 768 885
k7 168 213 319 419 513
k8 - - 253 327 402
km1 840 1000 1400 1586 1700
km2 630 750 1000 1133 1210
km3 550 750 1100 1246 1330
kr1 1825 2015 2250 2432 2550
ISl 2470 2950 3200 3600 3850
lSl 3050 3560 4150 4600 4900


